ReaderTT.config = {"pagecount":42,"title":"Microsoft Word - mb2521060-400.doc","author":"mw","subject":"","keywords":"","creator":"PScript5.dll Version 5.2.2","producer":"Acrobat Distiller 6.0.1 (Windows)","creationdate":"D:20080908145521+02'00'","moddate":"D:20101014160025+03'00'","trapped":"","fileName":"document.pdf","bounds":[[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[1286,910],[910,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286],[909,1286]],"bookmarks":[{"title":"TAG-No. 301 PV 030","page":-1,"zoom":"","children":[{"title":"Dimensional Drawing","page":-1,"zoom":""},{"title":"Single seated valve 8C1-P1 DN 1\" ANSI 300","page":-1,"zoom":""},{"title":"Multi-spring actuator 812-21332-S B 0","page":-1,"zoom":""},{"title":"SIPART-PS2-6DR5_5 - Eex d_engl","page":1,"zoom":"FitH 1290","children":[{"title":"Operating Instructions","page":1,"zoom":"FitH 1292","children":[{"title":"Classification of Safety Related Notices","page":4,"zoom":"FitH 1292"},{"title":"General Notes","page":5,"zoom":"FitH 1292"},{"title":"1 Introduction","page":7,"zoom":"XYZ 77 1251 null"},{"title":"2 Scope of Delivery of Positioner","page":7,"zoom":"XYZ 77 1251 null"},{"title":"3 Assembly","page":7,"zoom":"XYZ 77 1251 null","children":[{"title":"3.1 General","page":7,"zoom":"XYZ 77 1251 null"},{"title":"3.2 Extension Kit \u201cLinear actuator\u201d 6DR4004-8V and 6DR4004-8L","page":9,"zoom":"XYZ 77 1251 null","children":[{"title":"3.2.1 Assembly sequence","page":9,"zoom":"FitH 783"}]},{"title":"3.3 Extension Kit \u201cRotary actuator\u201d 6DR4004--8D","page":11,"zoom":"XYZ 77 1251 null","children":[{"title":"3.3.1 Assembly sequence","page":11,"zoom":"FitH 1093"}]}]},{"title":"4 Option modules","page":11,"zoom":"FitH 783"},{"title":"5 Electrical Connection","page":13,"zoom":"XYZ 77 1251 null"},{"title":"6 Pneumatic Connection","page":14,"zoom":"XYZ 77 1251 null","children":[{"title":"6.1 Restrictors","page":15,"zoom":"XYZ 77 1251 null"}]},{"title":"7 Commissioning","page":15,"zoom":"XYZ 77 1251 null","children":[{"title":"7.1 Preparations for linear actuators","page":16,"zoom":"XYZ 77 1251 null","children":[{"title":"7.1.1 Automatic initialization of linear actuators","page":17,"zoom":"XYZ 77 1251 null"},{"title":"7.1.2 Manual initialization of linear actuators","page":18,"zoom":"FitH 941"}]},{"title":"7.2 Preparation for rotary actuators","page":20,"zoom":"FitH 1093","children":[{"title":"7.2.1 Automatic initialization of rotary actuators","page":21,"zoom":"XYZ 77 1251 null"},{"title":"7.2.2 Manual initialization of rotary actuators","page":22,"zoom":"XYZ 77 1251 null"}]},{"title":"7.3 Copying initialization data (replacing the positioner)","page":22,"zoom":"FitH 783"},{"title":"7.4 Fault correction","page":23,"zoom":"FitH 1041"}]},{"title":"8 Conformity","page":26,"zoom":"XYZ 77 1251 null","children":[{"title":"8.1 EC Declaration of Conformity","page":27,"zoom":"XYZ 77 1251 null"},{"title":"8.2 EC Type Examination Certificate PTB 99 ATEX 1101","page":28,"zoom":"XYZ 77 1251 null"},{"title":"8.3 FM Certificate (Approval Report) and Control Drawings","page":33,"zoom":"XYZ 77 1251 null"}]},{"title":"Leaflet","page":35,"zoom":"FitH 1019"},{"title":"Appendix","page":37,"zoom":"FitH 1292"}]}]},{"title":"Filter and reducing station 961","page":41,"zoom":"FitH 1290"}]}],"thumbnailType":"jpg","pageType":"html","pageLabels":[]};
